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Diameter 
20mm. 

Jason’s Cradle® General Fixing 
Points 

 
 
The preferred fixing point for Jason’s 
Cradle® is outboard of the vessel so 
that the cradle is able to hang down 
freely. 
 
 
The Jason’s Cradle® can then be used 
as a dual purpose Man Overboard 
Recovery System and Scramble Net / 
Ladder without exerting unnecessary 
forces on fixing points and clips. 
 
 
It is paramount that the Eye Bolts or 
Eye pads are fixed secure and rigid so 
that no twisting can occur. 
 
 
If you require further information 
regarding fixing positions for your 
Jason’s Cradle®, then please do not 
hesitate to contact our Technical 
Department. 
 

Email: 
technicalsupport@jasonscradle.co.uk 

 
 
 

Top of Deck or Bulwark 

Top tube of Jason’s 
Cradle®. 

Side 1 

Supplied snap 
shackle (Breaking 
load 3200kg) 

Internal Dimensions 
40mm minimum 

122mm 
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FIXING SUGGESTIONS  
FOR JASON’S CRADLE®

SOLAS

JASON’S CRADLE® GENERAL FIXING POINTS

The preferred fixing point for Jason’s Cradle® is outboard of 
the vessel so that the cradle is able to hang down freely.

The Jason’s Cradle® can then be used as a dual purpose 
Man Overboard Recovery System and Scramble Net / 
Ladder without exerting unnecessary forces on fixing points 
and clips.

It is paramount that the Eye Bolts or Eye pads are fixed 
secure and rigid so that no twisting can occur.

If you require further information regarding fixing positions 
for your Jason’s Cradle®, then please do not hesitate to 
contact our Technical Department.

Email: technicalsupport@jasonscradle.co.uk
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SUGGESTED DIMENSONS BETWEEN FIXING POINTS

 WIDTH (MM)
SUGGESTED WIDTH BETWEEN  

FIXING POINT (MM)
WIDEST POSSIBLE WIDTH  

BETWEEN FIXING POINT (MM)

530 (3 rung wide) 390 (15½”) 450 (17½”)

710 (4 rung wide) 565 (22¼”) 625 (24¼”)

880 (5 rung wide) 740 (29”) 800 (31½”)

1050 (6 rung wide) 915 (36”) 975 (38¼”)

1240 (7 rung wide) 1090 (43”) 1150 (45¼”)

1410 (8 rung wide) 1265 (49¾”) 1325 (52”)

1580 (9 rung wide) 1440 (56½”) 1500 (59”)

1780 (10 rung wide) 1615 (63½”) 1675 (66”)

1940 (11 rung wide) 1790 (70.5”) 1850 (72¾”)

2100 (12 rung wide) 1965 (77¼”) 2025 (79¾”)
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Width [mm] 

Suggested width 
between fixing 
point [mm] 

Widest possible 
width between 
fixing point [mm]  

530     (3 rung wide) 390mm      (15 ½”) 450mm     (17 ½”) 

710     (4 rung wide) 565mm      (22 ¼”) 625mm      (24 ½”) 
880     (5 rung wide) 740mm      (29”) 800mm     (31 ½”) 
1050   (6 rung wide) 915mm      (36”) 975mm     (38 ¼”) 
1240   (7 rung wide) 1090mm    (43”) 1150mm   (45 ¼”) 
1410   (8 rung wide) 1265mm    (49 ¾”)  1325mm   (52”) 
1580   (9 rung wide) 1440mm    (56 ½”) 1500mm   (59”) 
1780   (10 rung wide) 1615mm    (63 ½”) 1675mm   (66”) 
1940   (11 rung wide) 1790mm    (70.5”) 1850mm   (72 ¾”) 
2100   (12 rung wide) 1965mm    (77 ¼”) 2025mm   (79 ¾”) 

Clips fix to eye 
bolts or pad eyes 

Eye bolts or pad 
eyes 

 
Widest possible 

width for a 710mm 
wide unit 

24.5” or 62.5cm 
Boat Deck 

Suggested dimensions between fixing points as follows: 

Eye Bolts or Pad Eyes 
Internal Dimensions 

40mm minimum 
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Width [mm] 

Suggested width 
between fixing 
point [mm] 

Widest possible 
width between 
fixing point [mm]  

530     (3 rung wide) 390mm      (15 ½”) 450mm     (17 ½”) 
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880     (5 rung wide) 740mm      (29”) 800mm     (31 ½”) 
1050   (6 rung wide) 915mm      (36”) 975mm     (38 ¼”) 
1240   (7 rung wide) 1090mm    (43”) 1150mm   (45 ¼”) 
1410   (8 rung wide) 1265mm    (49 ¾”)  1325mm   (52”) 
1580   (9 rung wide) 1440mm    (56 ½”) 1500mm   (59”) 
1780   (10 rung wide) 1615mm    (63 ½”) 1675mm   (66”) 
1940   (11 rung wide) 1790mm    (70.5”) 1850mm   (72 ¾”) 
2100   (12 rung wide) 1965mm    (77 ¼”) 2025mm   (79 ¾”) 

Clips fix to eye 
bolts or pad eyes 

Eye bolts or pad 
eyes 

 
Widest possible 

width for a 710mm 
wide unit 

24.5” or 62.5cm 
Boat Deck 

Suggested dimensions between fixing points as follows: 

Eye Bolts or Pad Eyes 
Internal Dimensions 

40mm minimum 


